B Specification / #1#§ I Dimension / R HE

DLk A 1A Function 1 B HVP-90-3 | HVP-90-4 owm
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RoHS ™ A e

: # : - _ |Single Phase : 100~120V,200~240V s =

e ; ; Z; Power Voltage Range T B = Threa Phase : 200240V 380-400V l

R E ] Pulley Size Available E % & R 65~130mm
Ho HSI NG One Shot Positioning — % ZE &t * *
ok £ 5 . s : ; Needle UP/DOWN & &t £/ F * *
L TS . & Ve Soft Start g XE K B * *
Presser Foot Lifting wORW O R® A * *
Vve care the environmen Trimmer / Wiper U % /& # * *
Automatic Back-Tacking E] B3] EIE * *
Reverse at Stop = # R 2 * *
Power Transistor Protection | & & #% @ # & # * *
- Power Module Protection B M R GE * *
Input Signal Port A BB B 2 12
Solenoid Signal Output Port | & B @ H 711 15 5 & 4 12
Edge Sensor Input Port TR AERE 0 2
—E Gross Weight ES E 14.18 (17.38)kg * IR - S
%2{ Packing Dimension ] % 4 2B R T 4241 X 409W X 355H mm m/m
* ()=380V Weight / ()=380V BE

[l Sewing Quality / Ef¢mHE

Suitable for most fabrics and leather materials Stitch length changeable
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Long length Short length
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Combination with
back tacking
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Short length stitches with long length back tacking /N E AR RD B AR H i E

Back tacking (Reverse sewing)/Bar tacking

®& B hn (= %) / 32 A& 0
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Start back tacking
T RINE

Beautiful finish
InER
Bar tacking

End back tacking e 4
- e E A E

Stitches of back tacking and bar tacking can be adjusted by the display panel or operation box.

B/EMEREENEH B TRERERIESH ERBFAE
Il Model Code / #{REHRAI

HVP-90-3-BR-215-CE
‘ ‘ CE approved /CE 3:%
Controller power output / & tH I =
Voltage (1:100-120V/2:200-240V/3:380-400V) / BE
Machine code / E58H5
Function / TIREE 5>
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H.S.MACHINERY CO., LTD.
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