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MODEL: CD-10 CLOTH DRILL MACHINE.

Wit INSTRUCTIONS e

ALL MACHINES ARE EQUIPPED WITH DRILL NEEDLES SIZE 2.0 MM WHEN. SHIPPING, CHANGE
DRILL NEEDLE SIZE TO 1.6 MM TOGETHER WITH GUIDE TUBE NO.31 WHEN IN NEED.
DRILL NEEDLES 1.6 MM AND MACHING GUIDE TUBES ARE SUPPLIED WITH THE MACHINE.

TURN KNOB NO.49 WHEN HEATING IS NEEDED. THE TEMPERATURE CAN BE OBTAINED AS HIGH
AS YOU TURN KNOB CLOCKWISE AND THE PILOT LAMP WILL BE BRIGHTER.

-

ALWAYS USE THE SUITABLE TEMPERATURE. WHEN OVERHEAT, PLEASE TURN KNOB NO.49
BACK A LITTLE BIT.

WHEN USING HEATER, KEEP HANDS AWAY FROM THE HEATING ELEMENT NO.38 TO AVOID
BURNT FINGER.

ALWAYS KEEP MACHINE HORIZONTALLY WHEN IS OPERATION.

BE SURE TO WIPE OUT THE DRILL NEEDLE WITH SILICON OIL OR SEWING MACHINE OIL
AFTER EACH USE.






MODEL :

PARTS NO.

NO.

1
2
3
4
5
b
7
8

9
10
1
12
13
14
15
16
17
18
18-1
19
20
21
22
23
24
25
26
27
28
29
30

CD-10 CLOTH DRILL MACHINE.

PARTS LIST e

DESCRIPTION

HANDLE

SCREW (3/16 x 24)
WASHER 4 M/M
RUBBER COLLAR
TOP COVER
CONDENSER  (110V, 220V)
SWITCH

BEARING

STATOR

MOTOR HOUSING
1/8 SPRING WASHER
1/8 SCREW

M4x115 SCREW
15/64x28 SCREW
ROTOR

BEARING

LOWER COVER
CHUCK

CHUCK KEY

WASHER 3/16x3/8
M4 SPRING WASHER
NUT  (M4)

4P CONNECTOR
SCREW

HOLLOW TUBE
SPRING
TELESCOPIC TUBE
HOLLOW SCREW
HOLLOW TUBE
0-RING

CLAMP SMALL
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